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Subpart 71.30—Reinspection

§ 71.30–1 When made. 

In general, at least three reinspec-
tions shall be made on each vessel 
within one year. These reinspections 
will be made at approximately equal 
intervals between annual inspections. 
In the case of vessels with a seasonal 
schedule, reinspections will be made 
during the operating season if prac-
ticable. 

[CGFR 65–50, 30 FR 16895, Dec. 30, 1965, as 
amended by CGD 95–028, 62 FR 51203, Sept. 30, 
1997]

§ 71.30–5 Scope. 

(a) The inspector shall examine all 
accessible parts of the vessel’s hull, 
machinery, and equipment to be as-
sured that it is in a satisfactory condi-
tion. 

(b) In general, the scope of the rein-
spection shall be the same as for the 
annual inspection, but will be in less 
detail unless it is determined that 
major change has occurred since the 
last annual inspection.

§ 71.30–10 Inspector not limited. 

(a) Nothing in this subpart shall be 
construed as limiting the inspector 
from making such tests or inspections 
as he deems necessary to be assured of 
the safety and seaworthiness of the 
vessel. 

(b) [Reserved]

Subpart 71.40—Inspection After 
Accident

§ 71.40–1 General or partial survey. 

(a) A survey, either general or par-
tial, according to the circumstances, 
shall be made every time an accident 
occurs or a defect is discovered which 
affects the safety of the vessel or the 
efficacy or completeness of its life-
saving appliances, fire-fighting or 
other equipment, or whenever any im-
portant repairs or renewals are made. 
The survey shall be such as to insure 
that the necessary repairs or renewals 
have been effectively made, that the 
material and the workmanship of such 
repairs or renewals are in all respects 
satisfactory, and that the vessel com-

plies in all respects with the regula-
tions in this subchapter. 

(b) [Reserved]

Subpart 71.45—Sanitary 
Inspections

§ 71.45–1 When made. 
(a) An inspection of passenger and 

crew quarters, toilet and washing 
spaces, serving pantries, galleys, etc., 
shall be made, in general, at least once 
in every month. If the route of the ves-
sel is such that it is away from a 
United States port for more than one 
month, an inspection shall be con-
ducted at least once every trip. 

(b) [Reserved]

Subpart 71.50—Drydocking

§ 71.50–1 Definitions relating to hull 
examinations. 

As used in this part— 
Adequate hull protection system means 

a method of protecting the vessel’s hull 
from corrosion. It includes, as a min-
imum, either hull coatings and a ca-
thodic protection (CP) system con-
sisting of zinc anodes, or an impressed 
current CP system. 

Alternative Hull Examination (AHE) 
Program means a program in which an 
eligible vessel may receive an initial 
and subsequent credit hull examination 
through a combination of underwater 
surveys, internal examinations, and 
annual hull condition assessment. 

Drydock examination means hauling 
out a vessel or placing a vessel in a 
drydock or slipway for an examination 
of all accessible parts of the vessel’s 
underwater body and all through-hull 
fittings and appurtenances. 

Internal structural examination means 
an examination of the vessel while 
afloat or in drydock and consists of a 
complete examination of the vessel’s 
main strength members, including the 
major internal framing, the hull plat-
ing, voids, and ballast tanks, but not 
including cargo, sewage, or fuel oil 
tanks. 

Remotely operated vehicle (ROV) team, 
at a minimum, consist of an ROV oper-
ator, a non-destructive testing inspec-
tor, an ROV tender or mechanic, and a 
team supervisor who is considered by 
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the Officer in Charge, Marine Inspec-
tion (OCMI), to have the appropriate 
training and experience to perform the 
survey and to safely operate the ROV 
in an effective manor. The team must 
also have a hull-positioning technician 
present. This position may be assigned 
to a team member already responsible 
for another team duty. 

Shallow water is an ascertained water 
depth at which the uppermost deck(s) 
of a sunken vessel remain above the 
water’s surface. The determination of 
the water’s depth is made by the Offi-
cer in Charge, Marine Inspection 
(OCMI) who considers the vessel’s sta-
bility (passenger heeling moment), the 
contour of the hull, the composition of 
the river bottom, and any other factors 
that would tend to prevent a vessel 
from resting an even keel. 

Third party examiner means an entity: 
(1) With a thorough knowledge of div-

ing operations, including diving limita-
tions as related to diver safety and 
diver supervision; 

(2) Having a familiarity with, but not 
limited to, the following— 

(i) The camera used during the AHE; 
and 

(ii) The NDT equipment used during 
the AHE, including the effect of water 
clarity, and marine growth in relation 
to the quality of the readings obtained; 

(3) Having a familiarity with the 
communications equipment used dur-
ing the AHE; 

(4) Possessing the knowledge of ves-
sel structures, design features, nomen-
clature, and the applicable AHE regula-
tions; and 

(5) Able to present the Officer in 
Charge, Marine Inspection, with evi-
dence of formal training, demonstrated 
ability, past acceptance, or a combina-
tion of these. 

Underwater Survey in Lieu of 
Drydocking (UWILD) means a program 
in which an eligible vessel may alter-
nate between an underwater survey 
and the required drydock examina-
tions. 

[USCG–2000–6858, 67 FR 21076, Apr. 29, 2002]

§ 71.50–3 Drydock examination, inter-
nal structural examination, under-
water survey, and alternate hull 
exam intervals. 

(a) If your vessel is operated on inter-
national voyages, it must undergo a 
drydock and internal structural exam-
ination once every 12 months unless it 
has been approved to undergo an under-
water survey per § 71.50–5 of this part. 

(b) If your vessel is operated on other 
than international voyages and does 
not meet the conditions in paragraphs 
(c) through (f) of this section, it must 
undergo a drydock and internal struc-
tural examination as follows unless it 
has been approved to undergo an under-
water survey per § 71.50–5 of this part: 

(1) Except as provided in paragraph 
(b)(2) of this section, vessels that oper-
ate in salt water must undergo two 
drydock and two internal structural 
examinations within any five year pe-
riod. No more than three years may 
elapse between any two examinations. 

(2) Vessels 20 years of age or older 
that operate in salt water and accom-
modate overnight passengers must un-
dergo drydock and internal structural 
examinations at intervals not to ex-
ceed 18 months. 

(3) Vessels that operate in fresh 
water at least six months in every 12 
month period since the last drydock 
examination must undergo drydock 
and internal structural examinations 
at intervals not to exceed five years. 

(c) Vessels with wooden hulls must 
undergo two drydock and two internal 
structural examinations within any 
five year period regardless of the type 
of water in which they operate. No 
more than three years may elapse be-
tween any two examinations. 

(d) If, during an internal structural 
examination, damage or deterioration 
to the hull plating or structural mem-
bers is discovered, the Officer in 
Charge, Marine Inspection, may re-
quire the vessel to be drydocked or oth-
erwise taken out of service to further 
assess the extent of the damage and to 
effect permanent repairs. 

(e) Each vessel which has not met the 
applicable examination schedules in 
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